WEST YELLOWSTONE

SAMPLE SIZES

R-1 & R=2 — 100’ X 50'
T-1-75 X 65
A-1,2,34 - 100' X 50'

¢
0 500 1000
—

(SCALE IN FEET)

PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | PAVEMENT STRENGTH |
DENT. | CLASS | CLASS | COURSE | COUReE course | OVEALAY | MAX. GROSS LOAD 1LBS) REMARKS
SMIGLE | DUAL |DUAL TAR
AUNWAYS
R=1 | E-1 FA 7 =201 | 2.5" P—401 105,000 | 190,000 360,000
R-2 | E-1 FA 8 P—201 | 3 P—4Di 90,000 | 150,000 | 280,000
TAXIWAYS
=1 | _E1 FA & P—201 | 3" P—401 90,000 | 150,000 | 280,000
T2 4 P—208 | 3 P—ani 12,500 il
-3 UNKNOWN | UNKNOWN
APRONS
A—-1 E-1 FA 8" P—201 3" P—4D1 90,000 | 150,000 | 280,000
A2 | E—1 FA 1.5 30,000 P
A-3 | E-1 FA 7" P—201 | 4" P—4Di 90,000 | 150,000 | 280,000
At 6" P—152| 6" P-208 | P-603 | 2" P—402 <l
A=5 32 16" P—501
A-6.7&8 UNKNOWN | UNKNOWN
REMARKS:

PRESENT CRITICAL AIRCRAFT IS 100,000 LBS. (737) ON DUAL GEAR (9/69)
[E>ESTIMATED SINGLE WHEEL LOADING
> AiP-03, 1991
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